






                                                                  SFP Gigabit Ethernet Transceiver 
PRODUCT NUMBER:

Pin Definition and Descriptions 

 

Pin Name Input/Output
Level Description

1 VeeT Input Transmitter ground 

2 TXFault Output/LVTTL Laser failure indication. High level indicates “laser failure”. Externally 
pulled up 

3 TXDisable Input/LVTTL Transmitter disable, High signal/open disables TX laser output. Low 
level enables TX output, internally pulled up. 

4 MOD-DEF(2) Input/output Module definition 2, SDA, Data line for I2C bus. Externally pulled up 
5 MOD-DEF(1) Input Module definition 1, SCL, Clock for I2C bus. Externally pulled up 
6 MOD-DEF(0) Output Module definition 0, Module present. Ground inside module.  

7 Rate Select - No connection. 

8 LOS Output/LVTTL Receiver loss of signal indication. Low signal indicates optical signal is 
present at RX input. Should be Externally pulled up. 

9 VeeR Input Receiver ground 
10 VeeR Input Receiver ground 
11 VeeR Input Receiver ground 
12 RD - Output/LVPECL Inverted receiver data output (AC coupled) 
13 RD + Output/LVTTL Non-inverted receiver data output (AC coupled) 
14 VeeR Input Receiver ground 
15 VccR Input Receiver power supply 
16 VccT Input Transmitter power supply 
17 VeeT Input Transmitter ground 
18 TD + Input/LVPECL non-inverted transmitter data input (AC coupled) 
19 TD - Input/LVPECL Inverted transmitter data input (AC coupled) 
20 VeeT Input Transmitter ground 
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